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HF108B
High-speed ultra-thin 8 position filter wheel

HF108B-V1-0825-EN

The HF108B high-speed filter wheel holds up to eight 

32 mm filters and allows users to simply and quickly 

tailor illumination to suit specific applications. The 

HF108B is ideal for high-speed widefield fluorescence 

microscopy or integration into confocal or super-

resolution instruments.

The clear 29 mm aperture makes the HF108B 

an optimal choice for modern high field number 

microscopes and large-format cameras. For system 

integrators, numerous attachment points for 

customized adapters are available.

The HF108B offers a marked improvement in speed 

and durability compared to the previous HF108A 

model. It features an ultra-thin 21 mm body for easy 

integration and minimal impact on microscope infinity 

spaces, and includes an easy-to-use filter clamping 

mechanism.

Key Features
•	 Lightweight design facilitates rapid filter changing.

•	 Ultra-thin body minimizes impact on infinity space.

•	 Non-threaded filter clamp enables easy filter installation.

•	 Compatible with many pieces of third party microscopy 

software.

•	 Life tested to 20 million cycles.

Applications
•	 Fluorescence microscopy

•	 Confocal and super-resolution microscopy

•	 Automated high content screening
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Part Number Description

HF108B 8-position high speed ultra-thin filter wheel for 32 mm filters.

HF108C-NK 8-position high speed ultra-thin filter wheel for Nikon microscopes with C-mount 
camera adapter for 32 mm filters.

HF108F-EV 8-position high speed ultra-thin filter wheel for Evident/Olympus microscopes with 
F-mount camera adapter for 32 mm filters.

HF108TFL-IX85RH 8-position high speed ultra-thin filter wheel for Evident/Olympus IX85 microscope 
(right camera port) with TFL-mount camera adapter for 32 mm filters.

Ordering Information

Part Number HF108B

Number of filters 8

Maximum filter diameter 32 mm

Maximum filter thickness 5 mm

Filter change time* <38 ms

Wheel Thickness** 21.1 mm

Weight 1 kg

Mounting method Without stand

Maximum recommended drive 
current***

1200 mA

Specifications

*Movement time between two adjacent positions when using a ProScan III controller with recommended maximum settings. Time may be reduced to 
approx. 31 ms when operating at higher drive currents.
**Excluding camera and microscope adapters.
***For short experiments drive currents up to 1500 mA can be used to achieve faster filter change times. Not recommended for periods of constant use 
longer than 1 hour.

*Many more options for commercial microscopes are also available. See our website, or contact Prior, for a full list of options.


